NOTE:
FOR POLE SIZES
28" TO 42" DIAMETER
ORDER SEPARATELY
PART # "LP-42"

DESCRIPTION
MINI RING MOUNT ASSEMBLY
(10-1/2" TO 28" DIA)

TOLERANCES ON DIMENSIONS, UNLESS OTHERWISE NOTED ARE:
S A W E D, S H A R E D A N D G A S C U T E D G E D (± 0.030")
D R I L L E D A N D G A S C U T H O L E S (± 0.030") - N O C O N I N G OF H O L E S
L A S E R C U T E D G E S A N D H O L E S (± 0.010") - N O C O N I N G OF H O L E S
B E N D S A R E ± 1/2 DEGREE
A L L O T H E R M A C H I N I N G (± 0.030")
A L L O T H E R A S S E M B L Y (± 0.060")

PROJECT APPLIES:
THE DATA AND TECHNIQUES CONTAINED IN THIS DRAWING ARE PROPRIETARY INFORMATION OF VALMONT
INDUSTRIES AND CONSIDERED A TRADE SECRET. ANY USE OR DISCLOSURE WITHOUT THE CONSENT OF
VALMONT INDUSTRIES IS STRICTLY PROHIBITED.

LOCATION:
New York, NY
Atlanta, GA
Los Angeles, CA
Plymouth, IN
Salem, OR
Dallas, TX

PARTS LIST

<table>
<thead>
<tr>
<th>ITEM</th>
<th>QTY</th>
<th>PART NO.</th>
<th>PART DESCRIPTION</th>
<th>LENGTH</th>
<th>UNIT WT.</th>
<th>NET WT.</th>
</tr>
</thead>
<tbody>
<tr>
<td>1</td>
<td>3</td>
<td>X-UGLM</td>
<td>MINI RING MOUNT WELDMENT</td>
<td>21.67</td>
<td>65.00</td>
<td></td>
</tr>
<tr>
<td>2</td>
<td>12</td>
<td>GSFW</td>
<td>5/8&quot; HDG USS FLAT WASHER</td>
<td>0.07</td>
<td>0.85</td>
<td></td>
</tr>
<tr>
<td>3</td>
<td>12</td>
<td>GSFWL</td>
<td>5/8&quot; HDG LOCK WASHER</td>
<td>0.03</td>
<td>0.31</td>
<td></td>
</tr>
<tr>
<td>4</td>
<td>12</td>
<td>GSFWNUT</td>
<td>5/8&quot; HDG HEAVY 2H HEX NUT</td>
<td>0.13</td>
<td>1.56</td>
<td></td>
</tr>
<tr>
<td>5</td>
<td>6</td>
<td>GSBR-24</td>
<td>5/8&quot; x 24&quot; THREADED ROD (HDG.)</td>
<td>24 in</td>
<td>2.09</td>
<td>12.54</td>
</tr>
<tr>
<td>5</td>
<td>6</td>
<td>GSBR-14</td>
<td>5/8&quot; x 14&quot; THREADED ROD (HDG.)</td>
<td>14 in</td>
<td>1.22</td>
<td>7.32</td>
</tr>
</tbody>
</table>

TOTAL WT. # 87.58